










8000 Series dump wagons

8210 dump wagon

Variable dumping height saves you time, labor and equipment, and that saves you 

money!  The Model 8210 can gently transfer up to 40,000 lbs (18,144 kg) of product 

into a receiving vehicle at any height from 10’ to 15’ (3m to 4.6 m).  No augering and 

gentle transfer means less bruising or cracking when you harvest:  seed corn, sweet 

corn, dry edible beans, sugar beets, vegetables, peanuts and silage.

8020 Dump Wagon



8000 Series Dump Wagon features.
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* Dump cycle time depends on hydraulic supply output

8210 Dump Wagon Features:

• 1 MINUTE DUMP CYCLE*.
 
• 40,000 lb. (18,144 kg) lifting and dumping capability,
	 variable dumping height and gentle transfer of
	 product.
 
• 12 ga. (3 mm) steel construction.
 
• Variable dumping height gives more versatility at
	 harvest time. The cable system permits topping off a
	 truck load with a partial dump - not restricted to a full
	 dump cycle. Save time with no master/slave
	 cylinders to purge.
 
• Right- or left-hand dump with a 48 degree dumping
	 angle.
 
• Sight windows.
 
• Lighting and marking and transport safety chain for
	 road travel.
 
• Adjustable hitch height and length with swivel type
	 single lip hitch.
 
• 12,000 lb. (5443 kg) capacity crank style tongue jack

8010 & 8020 Dump Wagon Features:

• 1 MINUTE DUMP CYCLE*
 
• Pull a Sunflower dump wagon behind a forage 
	 chopper to collect and dump forage and haylage 
	 into trucks or other receptacles
 
• Single axle & auto-steer models available
 
• Positive action roof opener
 
• The hydraulic system with a cable assist is designed
	 to unload large loads of up to 20,000 lbs. (9,071 kg)
	 quickly and efficiently, even if the load is not
	 distributed evenly.

• Smooth interior box sides
 
• Reinforced box design
 
• Patented hydraulic lock cylinders lock the box at
	 dumping clearance height for solid, complete
	 dumping
  
• The diagonal slide system allows truck drivers close
	 access to the dump wagon and can be extended
	 out to put loads in the center of the truck box.

Simple 
Operation 
and Low 
Maintenance 
Reduce 
Costs and 
Speed 
Up Your 
Operation
Increase your efficiency of 
haying and forage opera-
tions without unhooking con-
ventional wagons or waiting 
on trucks to return. Pulling a 
Sunflower wagon will reduce 
the compaction caused by 
truck traffic in the fields dur-
ing a wet year.

Increasing 
Efficiency of 
Haying and 
Forage 
Operations
Variable dumping height 
saves you time, labor and 
equipment, and that saves 
you money! The Model 
8210 can gently transfer up 
to 40,000 lbs (18,144 kg) 
of product into a receiving 
vehicle at any height from 
10’ to 15’ (3 m to 4.6 m). No 
augering and gentle trans-
fer means less bruising or 
cracking when you harvest: 
seed corn, sweet corn, dry 
edible beans, sugar beets, 
vegetables, peanuts and 
silage.

what is UHMW?

See page 7



9000 Series seed drills

9530 fertilizer/Grain drill

MODEL 
NUMBER

9007 & 9010

9230

9312

9412 

9413

9421

9434

9510 F

9530 F

9000 Series  grain drills

NO. OF 
WIDTHS

2

2

3

2

4

3

2

2

2

DRILL              
DESCRIPTION

PULL TYPE

AIR DRILL
 

PULL TYPE

3 PT

3 PT

PULL TYPE

PULL TYPE

3 PT 

PULL TYPE

OPENER
SPACING
in (mm)
7” (179)

7.5” (191) & 
10” (254)

7.5” (191) & 
10” (254)
7.5” (191) 

& 10” (254) 
7.5” (191) & 
10” (254)

7.5” (191) & 
10” (254)

7.5” (191) & 
10” (254)

7.5” (191) & 
10” (254) 

7.5” (191) & 
10” (254)

NO. OF 
SECTIONS

1

3

1

1

1

3

3

1

3

WORKING
WIDTHS
ft-in (m)
7’ (2.1) & 
10’ (3)

30’ (9.1) & 
40’ (12.2)

7’-6” (2.3) to 
15’ (4.6)
10’ (3) & 

12’-6” (3.84) 
15’ (4.57) & 

20’ (6.1)
20’ (6) to 
30’ (9.1)

30’ (9.1) & 
40’ (12.2)

15’ (4.57) & 
20’ (6.1)

30’ (9.1) & 
40’ (12.2)

TRANSPORT
WIDTH
ft-in (m)
12’ (3.7) & 
16’-3” (5) 

  10’-9” (3.3) 

10’-6” (3.2) to
18’-4” (5.6)  

10’-6” (3.2) & 
14’ 4.27)

18.1’ (5.52) & 
23’ (7)

13’-11” (4.2) 

13’-5” (4.1) 

18’-1” (5.52) & 
23’ (7) 

13’-5” (4.1) 

TRANSPORT 
HEIGHT
ft-in (m)
7’-5” (2.3)

10’-9” (3.3)

 5’-4” (1.6)   

6’-5” (1.95) 

6’-2” (1.9)

9’-6” (2.9)

8’-4” (2.54)

6’-2” (1.9) 

8’-4” (2.54)

Note: Specifications may vary slightly based on tires, hydraulic system, or other possible variances.
We are continually striving to improve our machines; therefore, these specifications are subject to change without notice.

EST. WEIGHT                             
lbs (kg)

2500 (1134) & 
3040 (1379)

24667 (11189) to 
30880 (14007)
3859 (1750) to 
6406 (2906)

3876 (1758) to 
5110 (232)

6219 (2820) to 
8063 (3657)

10200 (4627) to 
17479 (7928)

18267 (8286) to 
24536 (11130)
8175 (3708) to 
10900 (4944) 

18267 (8286) to 
24536 (11130)

The Sunflower Model 9530 grain drill is equipped with large, divided hoppers carrying 

2.4 bu. (85 L) of seed and 120 pounds (54 kg) of dry fertilizer per foot (305 mm). 

This unique design not only keeps the seed and fertilizer securely separated and 

protected from the elements, but can also be quickly converted to an all seed mode 

featuring 3.75 bushels (132 L) per foot (305 mm). Combining the ground-hugging 

frame design of 9000 Series drill and the dual role ability of seed and fertilizer, the 

Sunflower is the standard in seeding efficiency!



9000 Series Seed Drill features.
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The Model 
9230 Air Drill is 
Road Ready.
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End Wheel Design

End wheels are positioned 
in-line with openers for pre-
cise seed depth control 
even on rough terrain and 
no-till fields.

Drive Mechanism

Maintenance-free steel 
sprockets, #50 HD chain, 
a spring-loaded chain 
idler and a spring-loaded 
drive wheel to insure 
constant soil contact.

Optional Opener 
Shield Assemblies

Align and deflect stalk res-
idue to minimize buildup 
in the drill openers.

MANUAL 
Adjustments

Seed meter adjustments 
are made by turning a 
single star nut which sets 
all connected meters at 
the same time, to the 
same rate.

9230 Series Air Drill features.

All-Purpose Opener

Easy to reach settings for 
varying field conditions. 
Reset all openers in a 
matter of minutes without 
any tools.

Patented Flat Fan 
Divider Head

Minimizes abrupt flow chang-
es of conventional vertical 
divider heads.

Air System

Uses a 13” (330 mm) 
diameter fan that provides 
a low horsepower draw 
from the tractor hydrau-
lics.

Smooth Posi-Drive 
Transmission

A  Posi-Drive transmission 
compensates for changes 
in ground speed.

Centrally located controls 
allow the operator to fold and 
unfold the seeding unit from 
behind the air cart. 

With a narrow transport width, 
you can be folded up and 
ready for transport in mini-
mum time. Our exclusive tank 
and frame design offers one 
of the narrowest setups in the 
industry.

Extra Heavy Frames

Heavy-duty 3/8” (11 mm)x 
7”x7” (178 mm x 178 mm) 
main frames are coupled to a 
3/8” (11 mm) x  3”x5” (76 mm 
x 127 mm) opener frame to 
create a sound foundation for 
all Sunflower grain drills.

what is UHMW?

See page 7

The Three Axis Hitch

Mounts to the lower two points of 
your 3-point hitch. This allows greater 
flexibility between the tractor and 
drill on rough terrain and improves 
the handling of heavily loaded seed 
boxes compared to overloading a 
draw bar. Available in 9434 & 9530.

drawbar hitch 

Tongue height adjusted 
hydraulically clues pivots to 
follow terrain. Available in 
9434 & 9530.
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